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Conside ration of information Disclosure Statement Previously Filed 

Applicant requests that the Examiner consider the Information Disclosure Statement filed 
on May 7, 2007, which fully complied with 37 CFR §1.97. The Advisory Action mailed May 9, 
2007 did not state that the information Disclosure Statement filed on May 7, 2007 was 
considered by the Examiner. 

Amendments to the Claims: 

This listing of claims replaces al l prior versions and listings of claims in the application: 

, -f Claims : 

1 . (Currently Amended) A computer system for identifying a target component in 
an apparatus that has components related in a hierarchy, the computer system comprising: 

a first computer operable to execute e xeeatiag a first application in which feat objects 
represent corresponding components, wherein the first application relates the objects in both a 
hierarchy identifvhig types of components and a different hierarchy identifying information 
associated with objects fe-a-lype-objc et hi e r archy: 

a second computer coupled to the first computer via a network; 

wherein the first computer includes k m a message generator that receives operable to 
receive information relating to both the type hierarchy and the object hierarchy type-object 
hie rarchy in fer mafhm from the application and tfait-pr-ovides to provide a message with a type 
chain in ajparent-chiid direction and an object chain also i n the parent-child direction, wherein 
the type chain includes a type node associated with a target object find the object chain includes 
an object node associated with the target object, a combination of the type node and the object 
node identity the target object that corresponds to the target component, and a combination of 
ascendants of the type node and ascendants of the object node correspond to parent components; 
and 

wherein the second computer has a message interpreter that parse s operable to parse 
both chains to pros , . ide i ication of the target component with type and object as well as 
identification of the parent components with types and objects. 
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2. (Original) The computer system of claim 1, wherein the first computer presents 
type-object hierarchy information to a first user and thereby adds type statements in a first 
anguag J i e sc ond compute! treses ttion of vDes n a secon sag 

3. (Currently Amended) The computer system of claim i, wherein the roes ge 
generator at the first computer appends is operable to append an identifier type to the type 
chain, and -appends to append an identifier object to the object chain. 

4. (Currently Amended) A method tor identifying a target component in an 
apparatus that has components related in hierarchy, the method comprising: 

representing the components by corresponding objects, thereby relating the objects In 
both a hierarchy identifying types of components and a different hierarchy identifying 
information associated with objects in a type obj ec tTiierarefey; 

deriving a message from information for both the type hierarchy and the object 
hierarchy i-he-ty pe-ob jee- t h s e ra rchy, the message with a type chain in a parent-child direction 
and an object chain also in the parent-child direction, wherein the type chain includes a type node 
associated with a target object and the object chain includes an object node associated with the 
target object, a combination of the type node and the object node identify a the target object that, 
corresponds to the target component, and a combination of ascendants of the type node and 
ascendants of the object node correspond to parent components; and 

parsing the message to provide identification of the target component with type and object 
as well as identification of the parent components with types and objects. 

5. (Original) The method of claim 4, further comprising displaying the 
identification of the target component with type statements, wherein the type statements are 
provided locally. 
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6. (Currently Amended) A combination of complementary first and second 
computer program products, for use in a computer system to identify a target component, of an 
i is that has i plurality of components related in hierarchy, both computer program 
products having a machine-readable medium storing instructions for causing data processing, 
instructions are distributed in the system as follows: 

in the first computer program product to control a first computer, the instructions operable 
pv<. e- s b\ corresponding objects, and thereby to relate the objects m both a 

hierarchy identifying types of components and a different hierarchy identifying information 
associated with objects «r-a-ty|>eH)bjec^4jierarehy; 

in the first computer program product, the instructions further operable to derive a 
message from information for both the type hierarchy and the object hierarchy t he -t y pe- 
ebjeet-h k'rnrchy , the message with a type chain in a parent-child direction and an object chain 
also in the parent-child direction, wherein the type chain includes a type node associated with a 
target object and the object chain includes an object node associated with the target object, a 
combination of the type node and the object node identify the target object that corresponds to the 
target component, a combination of ascendants of the type node and ascendants of the object 
node correspond to parent components; and 

in the second computer program product to control a second computer, the instructions 
operable to parse the message to provide identification of the target component with type and 
object as well as identification of the parent components with types and objects. 



Attorney's Docket No.: ? 391 3-170US I / 2001P00030 WOUS 

7. (Currently Amended) A method for identifying a target efejeel component by a 
first computer run-time environment to a second run-time environment, the method comprising: 

representing a plurality of objects by the first run-time environment, thereby relating the 
objects in both a hierarchy identifying types of components and a., different .hierarchy 
identifying information associated with objects in a typ e-ob j e e t^Heparehy ; 

lei I*- > - from information for bot h the type hierarchy and the object 
hierarchy -fee- typ e-eb jeet- ■ -hi e r a rchy, the message with a type chain in a parent-child direction 
and an object chain also in the parent-child direction, wherein the type chain includes a type 
node associated with a target object and the object chain includes an object node associated with 
the target object, a combination of the type node and the object node identify the target object 
that corresponds to the target component, a combination of ascendants of the type node and 
ascendants of the object node correspond to parent components; 

forwarding the message to the second run-time environment; and 

parsing the message by the second run-time environment to provide identification of the 
target component with type and object as well as identification of the parent components with 
types and objects. 

8. (Original) The method of claim 7, wherein first and second run-time 
environments use different object models. 



